
Our custom cut Velcro® is pre-a�ached to the back of the 
speakers and have strategically placed holes to allow for air 
flow. Helmet side velcro is also supplied and works with this 
speaker type to allow breathing room when affixed.  

While the velcro may look small to you, it’s industrial 
strength will easily hold the speaker in place. 

MotoChello uses Bass Reflex speakers for op�mum 
response and are different than the helmet speakers used 
in other headsets. These speakers require “breathing room” 
for the bass to func�on properly and give you a full dynamic 
range of sound. (Visualize the pounding disc in a stereo 
speaker without the cover). 

Important Note About MotoChello Type 2 Helmet Speakers 

Without removing the velcro, 
carefully li� it from the edge and trim 

the outside as shown at le�, leaving the air holes exposed.

Optional

For even more bass response, 
you may opt to cut a larger 
notch in the velcro cover for 

addi�onal air flow. 

If you need addi�onal 
speaker velcro for any 
reason, please contact 
MotoChello to obtain 
replacements at no 
addi�onal charge.

DO NOT replace the MotoChello velcro with another type or be 
tempted to use velcro that may already be installed in your helmet 
from another headset. Doing so may cover or block the bass reflex 
holes and affect the speaker response.

Should you have any ques�ons about speaker performance or need help 
installing your headset, please contact MotoChello support for assistance.

www.motochello.com
support@motochello.com

208 / 329-6064
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